
         Water Resistant 

         Stain Resistant 

          Longer working time up to 1 hour 

          above 21 degrees C                                                                     

          Dries to a translucent  finish

           Water wash up 

         

Tropical Scumble

A clear acrylic glaze that can be used with acrylic colourant

Polyvine’s Tropical Scumble offers a one-hour working time glaze in temperatures above 21

degrees centigrade.

This is a unique and transparent acrylic glaze for decorative paint work in temperatures above

21°c/70°f, or in lower temperatures where a longer working time is required.

It dries to a durable water resistant finish on a wide range of surfaces. This interior or exterior

glaze is the first water-based product that faithfully reproduces the beauty of traditional oil

finishes.

KEY FEATURES AND BENEFITS

APPLICATION INFORMATION

Application tools:        lBrush 

Coverage:                     15- 20 sqm per Litre

Drying time:                 Base coat 24 hours

                                       Scumble coat 24 hours

AVAILABLE IN

Finishes:                   Satin sheen

Sizes:                        500ml. 1 litre and 4litre

ADDITIONAL INFORMATION

Ensure that Scumble is well mixed.

Select base coat colour in vinyl silk

emulsion/satin latex or acrylic semi

gloss/eggshell.

Apply base coat and allow to dry for a minimum

of 24 hours with ventilation.

For maximum open time seal with Polyvine

Decorators Varnish.

Colour your Scumble with Polyvine Universal

Acrylic Colourant, mixing thoroughly.

Brush or roller the coloured Scumble liberally

over the base coat.

Create the desired decorative effect by breaking

the surface with a crumpled rag, bag, sponge or

a Polyvine tool or brush.


