HEAVY DUTY WOOD VARNISH

For use on interior wood surfaces to give ultra-tough protection against chemicals, cleaning agents,
alcohol and oils, and high wear.

Our Heavy Duty Wood Varnish is an ultra-hard, high-quality, and fast-drying varnish with a satin or dead
flat finish that dries to a crystal-clear film.

It’s a great choice for interior surfaces that need a high level of protection such as work surfaces and
areas of high wear, and it's no wonder that it's relied upon by decorators everywhere for a superior and
long-lasting finish.

Our Heavy Duty varnish range brings the highest protection single packs ever developed.

KEY FEATURES AND BENEFITS -

Industrial level of finish
Alcohol & chemical resistance
Water & stain resistant

Quick drying time

Does not blister or peel

Low odour water-based varnish
Very fast curing time

Ultra hard

Food and child safe
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APPLICATION INFORMATION
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Application tools:  Brush, roller, spray

Coverage: 10 - 20 sgm per Litre Picture: HD Wood varnish (dead flat)
Touch dry: 30 min - 1 hour
Recoatable: -2 hours ADDITIONAL INFORMATION
Full cure: 16 hours
Always apply to a test area before starting work.
Appearance may vary according to the colour, type
AVAI I—ABI—E I N of surface, and the number of coats.
Do not apply over uncured oil paints.
Finishes: Dead flat & satin
Sizes: 100ml, 500ml, 11 & 4L Dilute 10% with water to prime porous surfaces.

On softwood, light sanding in between coats may
be necessary.

Do not shake the product.



